
The NCS Smart Card Keyboard delivers the security of an integrated smart card 
reader with the ease-of-use of a standard, fully-functional USB keyboard.

The integrated CAC Reader provides multifactor authentication and access control features to pre-
vent unauthorized access to data on your device or organization's network. The full-size 104 keys are 
designed for comfort and convenience. It’s easy to use. Just plug in and start typing.

NCS Smart Card Keyboard

Interface
• 1x USB - 4 pin USB Type A that is fully com-

patible with Microsoft Windows® 98, 2000,
XP, ME, 7, Vista, and 10

Color
• Black

Key Quantity
• 104 keys

Connectivity Technology
• Wired

Smart Card Reader
• Support All ISO/IEC 7816-3 smart cards
• Support Asynchronous (T=0, T=1)
• Support Class A (5V), Class B (3V) and

Class C (1.8V) Smart Cards
• Microsoft Native CCID compliant smart

reader
• Synchronous (Memory) card support

through vendor driver and MCARD API

Power
• USB Interface – low bus powered device
• Short circuit detection for the smart card

and reader
• Power supply to card compliant with

ISO7816 and EMV (5V, 60mA)

Productive & Secure
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Cable Length
• Approx. 78.7” (2m)

Storage Temperature
• -40°C to 65°C

Operating Temperature
• 0°C to 40°C

Regulatory
• FCC
• CE

Dimensions (W x D x H)
• 18.4” x 6.4” x 1.4”
• 467mm x 162.7mm x 36.6mm

Smart Card/CAC 
reader slot


